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1 Introduction

Let J =

�

J

1

J

2

J

3

J

4

�

and M =

�

B 0

0 0

�

be two matrices such that J

4

is a nonsingular matrix

and B is a positive de�nite matrix. Our problem is to �nd rightmost eigenvalues of the pencil

(J;M) = fJ � aM ja 2 C g. There is little software that deals with generalized eigenvalue

problems for large, sparse matrices. On the other hand, software built to deal with sparse

standard eigenvalue problems but with a reverse comunication interface may be adapted to

solve the problem Jz = �Mz, if it is possible to solve linear systems like (J � aM)x = Mb.

A possible approach to search for rightmost eigenvalues is to use the shift-invert transform

(J � �

k

M)z

k+1

= Mz

k

;

with initial shifts on the imaginary axis [18]. The use of the Cayley transform technique in

order to �nd rightmost eigenvalues of a nonsymmetric matrix was probably �rst reported in

1987 at the IEEE PICA Conference. There, Uchida and Nagao proposed to search for the

biggest eigenvalues in absolute value of S = (A + hI)(A � hI)

�1

, h > 0 to detect unstable

modes of the state matrix A of a power system [27]. There, however, the matrix-vector

multiplication Sv was performed in a rather inne�cient way. In [2], this operation was better

implemented and the Cayley transform was extended in two di�erent ways, described in detail

in x2, in order to solve the power system stability problem, given as a generalized eigenvalue

problem Jz = �Mz, where J is a sparse nonsymmetric matrix and M is diagonal with

elements 1 or 0. The use of the Cayley transform technique to �nd rightmost eigenvalues

of the problem Jx = �Mx, for non-symmetric J and M =

�

B 0

0 0

�

, is also found in

Computational Fluid Dynamics [8], [9]; an overview of this technique in several areas is

[21]; also, in ARPACK [16], Arnoldi iterations can be performed with Cayley transforms.

All these references make use of the extension (J;M) 7! (J � �M)

�1

(J + �M), which is

one of the two extensions of the Cayley transform analysed in [2], which turns out not

to be the best for the problem of interest. Indeed, this extension requires a non-obvious

strategy to control instability caused by the spurious eigenvalue at in�nity of the generalized

eigenvalue problem, since M is singular. Here we propose to consider another extension:

(J;M) 7! (J+�M)(J��M)

�1

. For this matrix the eigenspace associated with the eigenvalues

that correspond to �nite eigenvalues of the original problem is just the range of M , as we

shall see in x2. Thus, the spurious eigenvalue is handled by keeping iterations in this space.

In the power system stability problem, the range of M is the set of vectors with coordinates

related to algebraic variables equal to zero. In the case M =

�

B 0

0 0

�

is a matrix of order

n + m, where B is a n � n positive de�nite matrix, as in [8], the space is just the set of

vectors with the last m coordinates equal to zero. In x2, we introduce M�obius transforms

(a generalization of the Cayley transforms) for the generalized non-symmetric eigenvalue

problem. M�obius transforms can be used to precondition random initial vectors as well as

to inhibit the convergence to eigenvalues already found (much like a de
ation technique),

at a computational cost not more expensive than a shift-invert iteration with pencils. The

application of polynomial �lters to vectors in the computation of eigenvalues of sparse non-

symmetric matrices has been the subject of several papers [7], [22], [25]. We will see that

M�obius transforms can be seen as the action of a rational function �lter which gives in�nite

and zero weights to two arbitrary points in the complex plane. These techniques are presented

in x3 together with two algorithms based on them. Finally, in x4 we apply some methods to
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the computation of the unstable modes of a pencil (J;M), where J is a sparse matrix of order

3156 and M is diagonal with elements 1 or 0 on the diagonal, of rank 790: the algorithms

we suggest in x3, three implementations of the Arnoldi method (ARPACK [16], ARNCHEB

[4], [5] and EB13 [23]), and a subspace iteration method (EB12 [10]), both applied on the

extension of a Cayley transform introduced here, an implementation of LOPSI [26] and of

DPSE [19] algorithms, both applied on the pencil (J;M). The experiments were performed

on SUN SPARC workstations, except for DPSE and for EB13, which were tested in the

Silicon Graphics PowerChallenge L, a shared memory architecture machine with 8 processors

that is part of CERFACS computer resources.

2 The Generalized Eigenvalue Problem and M�obius Trans-

forms

The M�obius transforms are complex functions

c

k;�;�

: C [ f1g �! C [ f1g

s 7! k

s+ �

s � �

where �+ � 6= 0. They are conformal mappings which map lines and circumferences to lines

or circumferences. When k = 1 and � = �, with Re� 6= 0, these functions are the so called

Cayley transforms, which map the semiplane fzjRe z > 0g to fz; jzj > 1g if Re� > 0. M�obius

transforms can be de�ned in the space of square matrices in a analogous way: given a square

matrix A and � not in �(A) (the spectrum of A) then k(A+�I)(A��I)

�1

is a matrix whose

spectrum is fk(� + �)(�� �)

�1

;� 2 �(A)g. However, the extension of these transforms to

pencils (J;M) can be done in two ways. The goal of this section is to present the advantages

of one extension over the other in the application to the power system stability problem.

Also, we will see that multiplication of a M�obius transform against a vector requires no more

computations as solving the equation (J � aM)z = w, for some (easily computed) scalar

a. We begin with a lemma that insures that under generic conditions the pencil (J;M) has

exactly n eigenvalues, where n is the rank of M . Since by the Singular Value Decomposition

there are unitary matrices U; V such that U(J�aM)V

H

=

^

J�a�, � = diag(d

1

; :::; d

n

; 0; :::; 0)

for appropriate positive real numbers d

i

[11], we may suppose without loss of generality that

M = diag(d

1

; :::; d

n

; 0; :::; 0).

Lemma 2.1 Let J =

�

J

1

J

2

J

3

J

4

�

and M =

�

D 0

0 0

�

, where D is a nonsingular diagonal

matrix. Then, if J

4

is nonsingular, (J � �M) is singular if and only if � is an eigenvalue of

D

�1

A, where A = J

1

� J

2

J

�1

4

J

3

.

Proof: If J

4

is nonsingular, A = J

1

� J

2

J

�1

4

J

3

can be de�ned. Now,

�

J

1

� �D J

2

J

3

J

4

��

x

y

�

=

�

0

0

�

() (A� �D) x = 0 and y = �J

�1

4

J

3

x:

Therefore, (J � �M) is singular () � is an eigenvalue of D

�1

A.
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From now on, the non-sigularity of J

4

will be assumed. Let � 2 C , such that (J � �M) is

nonsingular. For k; � 2 C , k 6= 0 and � 6= ���, let

C

k;�;�

= k(J +

�

�M)(J � �M)

�1

and D

k;�;�

= k(J � �M)

�1

(J +

�

�M):

Notice that these two matrices have the same spectrum. Moreover, they are both extensions

of M�obius transforms applied to the pencil (J;M) and the spectrum of (J;M) is related to

the spectrum of the two extensions by the relation s 7! k

s+ �

s� �

: However, the eigenspaces of

both extensions are not the same in general, according to the following propositions whose

proofs are left to the reader.

Proposition 2.2 (a) z 6= 0 is an eigenvector of C

k;�;�

associated with �, � 6= k, if and only

if Jw = �Mw, where w = (J � �M)

�1

z and � =

k

�

� + ��

� � k

.

(b) z 6= 0 is an eigenvector of C

k;�;�

associated with the eigenvalue k if and only if M(J �

�M)

�1

z = 0.

Proposition 2.3 (a) z 6= 0 is an eigenvector of D

k;�;�

associated with �, � 6= k, if and only

if Jz = �Mz, where � =

k

�

� + ��

� � k

.

(b) z 6= 0 is an eigenvector of D

k;�;�

associated with the eigenvalue k if and only if Mz = 0.

Thus, the �nite eigenvalues of the pencil (J;M) correspond to the eigenvalues of C

k;�;�

or

D

k;�;�

that are di�erent from k. These eigenspaces are described in the following proposition.

Proposition 2.4 (a) The eigenspace of C

k;�;�

associated with the eigenvalues di�erent from

k is the range of M .

(b) The eigenspace of D

k;�;�

associated with the eigenvalues di�erent from k is the range of

(J � �M)

�1

M .

Proof: Let z be a vector such that C

H

k;�;�

z = kz. Thus (J

H

� �M

H

)z = (J

H

� ��M

H

)z

and, since � 6= ��, M

H

z = 0. Since the eigenspace of C

k;�;�

associated with the eigenvalues

di�erent from k is orthogonal to the eigenspace of C

H

k;�;�

associated with k, that eigenspace

is the range of M .

The proof of the second part of the proposition is analogous.

Corollary 2.5 Let J =

�

J

1

J

2

J

3

J

4

�

a matrix of order n+m, where J

4

is a m�m nonsingular

matrix, and let M =

�

B 0

0 0

�

, where B is a n� n nonsingular matrix. Then the eigenspace

of C

k;�;�

associated with the eigenvalues di�erent from k is the space of vectors whose last m

coordinates are zero.
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Since we are interested in calculating eigenvalues of the pencil (J;M) fromM�obius transforms,

the eigenvalue k of the transformmust be treated with special care. The corollary above states

that in the case of the power system stability problem, for instance, the invariant subspace

V corresponding to the eigenvalues di�erent from k is the set of vectors v that have null

coordinates in the positions related to algebraic variables. The iterates of our approximate

eigenvectors ought to stay in this subspace, and if the computation of C

k;�;�

v leaves V because

of errors due to �nite precision arithmetic, we simply project the results back to V by zeroing

the appropriate coordinates. The analogous iteration with the M�obius extension D

k;�;�

is not

subject to such an easy stabilization procedure, and in this case approximate eigenvectors

will frequently converge to the eigenspace associated to k, which is of no real interest for the

pencil eigenvalue problem. Hence, we will only consider here iterations making use of the

extension C

k;�;�

.

Now, let � 2 C , with Re� > 0, such that (J � �M) is nonsingular, and consider

C

�

= C

1;�;�

= (J + �M)(J � �M)

�1

(2:1)

Let � 6= 1. Then, simple calculations obtain

(C

�

� �I) = (1� �)I + 2Re�M (J � �M)

�1

(C

�

� �I)

�1

=

1

1� �

[ I +

2Re�

�� 1

M (J �

�� + ��

�� 1

M)

�1

];

(C

�1

�

� �I)

�1

=

1

1� �

[ I �

2Re�

� � 1

M (J +

� + ���

� � 1

M)

�1

]:

Thus, the computational cost of applying any of the three matrices in the left-hand side to

a vector is equivalent to solving a system (J � aM)w = z. Similar results hold for both

extensions of M�obius transforms.

The spectra of the pencil (J;M) and of C

�

are related to each other by the bijective function

c

�

: C [ f1g �! C [ f1g

s 7!

s+ �

s� �

This function maps complex numbers with negative real part onto the unitary circle, pure

imaginary ones onto the unitary circumference and those with positive real part onto numbers

outside the unitary circle. The search for eigenvalues of largest absolute value of the extension

of the Cayley transform thus obtains the unstable modes of the original pencil. Unfortunately,

this transformation clusters some eigenvalues very close together, thus a�ecting adversely

the rate of convergence. Therefore, we need techniques to accelerate the convergence to the

desired eigenvalues. This is the goal of the next section.

3 A Class of Spectral Algorithms

Two ways of extending M�obius transforms to the pencil (J;M) were described in the previous

section. When M is a matrix of order n + m and of the type

�

B 0

0 0

�

, where B is an
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n�n nonsingular matrix, the eigenvectors of the extension C

k;�;�

associated with eigenvalues

di�erent from k are the vectors which have zero entries in the last m coordinates. Therefore,

in this case, the attraction of the eigenvalue k, which corresponds to the in�nite eigenvalue

of the pencil, can be easily avoided. Now, the power system stability problem, where B is

the n� n identity matrix, has additional features that lead us to explore M�obius techniques.

Usually, this problem has several negative real eigenvalues with large modulii, which are

mapped to eigenvalues close to k: the clustering of eigenvalues substantially reduces the speed

of convergence of the power method [11]. In this section we introduce a class of algorithms

which use M�obius transforms to precondition vectors, in order to yield more convenient

initial vectors for a search process with shift-invert M�obius transforms iterations inside the

unit circle. Also, we introduce a way of inhibiting known eigenvalues in the iteration by yet

another use of M�obius transforms.

3.1 Preconditioning and Shifts

Let � 2 C , Re� > 0. As seen in x2, the eigenvalues of (J;M) with positive real part

correspond to the eigenvalues of C

�1

�

located inside the unit circle. In order to achieve larger

components of eigenvectors of C

�1

�

associated with eigenvalues of modulus less than one in the

search vectors, we start with random vectors and apply C

�

to them a few times, obtaining the

so called preconditioned vectors. We then use these vectors in a search process for eigenvalues

inside the unit circle. How should one choose � ? The reality of the pencil (J;M) implies

that eigenvalues come in conjugate pairs, which is still true for the matrix C

�

if � is taken to

be real: our search for eigenvalues is then reduced to, say, the upper half-disk. Also, in this

case, a simple di�erentiation shows that

� = j�j

maximizes jc

�

(�)j = j

�+�

���

j, where � = a + b i, b 6= 0 | thus, the choice � = j�j takes

eigenvalues of the pencil of absolute value j�j to eigenvalues of C

�

of largest possible absolute

value. We then take shift-invert iterations with C

�1

�

as the matrix to be shifted. Since the

eigenvalues of C

�1

�

are the inverse of the ones of C

�

, the dominant eigenvectors of C

�

are

associated with the eigenvalues of C

�1

�

which are either inside the unit disk or near the unit

circle. Based on these remarks we introduce the �rst algorithm.

� Algorithm I

Step 1 Begin with r orthogonal vectors belonging to N (M)

?

.

Step 2 Multiply the vectors by C

�

p times, normalizing them after each multiplication

(e.g., keep them with sup norm equal to one). Let v

i

, i = 1; :::; r, be the resulting

vectors.

Step 3 Take initial shifts �

(0)

k

, k = 1; :::; s, in a circumference of radius �, 0 < � � 1.

Step 4 Let w

(0)

i

= v

i

, i = 1; :::; r.

For k = 1; :::; s

for j = 1; 2; :::

u

(j)

i

= (C

�1

�

� �

(j�1)

k

I)

�1

w

(j�1)

i

;
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w

(j)

i

= u

(j)

i

=�

(j)

i

, where �

(j)

i

is the coordinate of u

(j)

i

of maximum absolute

value;

if j = t; 2t; :::

�

(j)

k

= �

(j�1)

k

+

1

�

(j)

q

, where q is such that

jjw

(j)

q

� w

(j�1)

q

jj

1

= min

1�i�r

jjw

(j)

i

� w

(j�1)

i

jj

1

.

Preconditioning is performed in Step 2 | di�erent choices of p are presented in the experi-

ments of x4. The shifts in Step 3 are taken in a circle centered at the origin. The convergence

of shift-invert iterations to an eigenvalue depends enormously on the choice of shift: the aim

of this shifting strategy is to cover the unit circle. It is at this point that the choice of a real

parameter � entitles us to divide by two the search for eigenvalues by taking into account

the reality of the original pencil. Every t iterations, the shift �

(j)

k

is updated by the formula

above [29]. When the variation of one of the vectors between the previous and the current

iterations is smaller than a �xed tolerance, the shift is updated and the resulting value is

taken to be an eigenvalue.

3.2 Inhibiting Convergence of Eigenvalues

M�obius transforms could be used to inhibit the convergence to an eigenvalue � of C

�1

�

if in

Algorithm I iteration vectors were multiplied by (C

�1

�

� �I). Notice that after t iterations

with the matrix (C

�1

�

� �I)(C

�1

�

� �

(j)

k

I)

�1

(again a M�obius transform) the updated shift

should be

�

(j)

k

�

(j)

q

� �

�

(j)

q

� 1

;

where �

(j)

q

is de�ned in a similar way. The computational cost is again no more expensive

than a standard shift-invert step for the generalized eigenproblem because

(C

�1

�

� �I)(C

�1

�

� �

(j)

k

I)

�1

= I + (�

(j)

k

� �)(C

�1

�

� �

(j)

k

I)

�1

The algorithm below uses this de
ation-type strategy.

� Algorithm II

Use the Algorithm I to obtain preconditioned vectors w

(0)

i

= v

i

, i = 1; :::; r, and initial

shifts �

(0)

k

, k = 1; :::; s.

For k = 1

Follow Algorithm I up to convergence to an eigenvalue �.

For k = 2; :::; s

for j = 1; 2; :::

u

(j)

i

= (C

�1

�

� �I)(C

�1

�

� �

(j�1)

k

I)

�1

w

(j�1)

i

;
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Figure 1: Sparsity Pattern of the Test Matrix

w

(j)

i

= u

(j)

i

=�

(j)

i

, where �

(j)

i

is the coordinate of u

(j)

i

of maximum absolute

value;

if j = t; 2t; :::

�

(j)

k

=

�

(j)

k

�

(j)

q

� �

�

(j)

q

� 1

, where q is such that

jjw

(j)

q

� w

(j�1)

q

jj

1

= min

1�i�r

jjw

(j)

i

� w

(j�1)

i

jj

1

.

4 Tests and Comparisons

We now present some results of experiments made with the algorithms described in the pre-

vious section, together with tests performed with an implementation of a subspace iteration

method based on [26], a parallel implementation of the DPSE (Dominant Pole Spectrum

Algorithm) ([19]) on a shared memory architecture machine, EB12 ([10]) and three imple-

mentations of Arnoldi methods: ARNCHEB ([4], [5]), ARPACK ([16]) and EB13 ([23]). The

test pencil (J;M) is taken from a transient stability model of the South-Southeast intercon-

nected Brazilian power system: J is the Jacobian matrix at an operating point and is of order

3156 and M is a diagonal matrix with elements 1 or 0, corresponding respectively to state

and algebraic variables, with rank equal to 790. Only 0:14% of the elements of J are nonzero

and its sparseness pattern is given in Figure 1. This pencil has exactly four eigenvalues with

positive real part: 0:1814� i 4:8323, 0:0233 and 0:0004. The �rst two correspond to genuine

unstable modes of the system. The remaining two are related to two redundant states of the

system [14].

The same pencil has been used in [6], where the authors report results of a parallelization

of the lopsided simultaneous iteration algorithm [26]. Their strategy to �nd unstable modes

8



converged value iter prod

-0.1164+3.2018i 3 96

-0.0925+3.9827i 6 180

-0.9573+2.1594i 8 228

-0.4803+1.7632i 8 228

converged value iter prod

-0.0925+3.9827i 2 64

-0.1164+3.2018i 7 204

0.1814+4.8323i 7 204

-0.5911+4.6935i 8 224

Table 1: Simultaneous shift-invert method: a = 0 + 3i and a = 0 + 4i

is to perform shift-invert subspace iterations with initial shifts given on the imaginary axis.

We implemented here a sequential version of this algorithm. As initial vectors we took

Z

(0)

= MZ

(0)

=

�

X

(0)

0

�

, where X

(0)

is a matrix with (up to) eight �rst column vectors of

the 790�790 Fourier matrix F (j; k) = e

j:k:

2�i

790

. After each four shift-invert iterations followed

by a normalization of the vectors a Rayleigh-Ritz acceleration was done. That is, we �rst

calculated a spectral decomposition of B = G

�1

H ([1], [24]), where G = (MZ

(4k)

)

H

(MZ

(4k)

)

and H = (MZ

(4k)

)

H

W , with W = M (J � aM)

�1

M Z

(4k)

, such that the Ritz values were

ordered according to decreasing absolute values. Then W was multiplied by the matrix of

Ritz vectors and the resulting column vectors, after normalization, undertook another cycle

of four iterations. Convergence was achieved when the 1� norm of the di�erence between

corresponding vectors of MZ

(4k)

and MZ

(4k+1)

was less than a tolerance, taken to be 10

�5

.

A de
ation technique was also implemented for these tests: aside from the choice of initial

vectors and the de
ation technique, this is the algorithm used in [6]. Some results obtained

with these iterations on SUN SPARC workstations are displayed in Table 1, where iter and

prod mean respectively the number of Rayleigh-Ritz accelerations and the number of matrix-

vector multiplications being performed. Notice that matrix-vector multiplication consists

of backward and forward substitutions after computing an LU decomposition of (J � aM),

which is done only once for each a.

ARNCHEB performs an incomplete Arnoldi method combined with an acceleration technique

using Chebyshev polynomials [4], [5]. We have used its Reverse Communication interface to

calculate matrix-vector multiplications by C

�

= I + 2Re�M (J � �M)

�1

. As seen before,

since M =

�

I 0

0 0

�

, we avoid the spurious eigenvalue 1 with this Cayley transform by

considering only the 790 coordinates associated with state variables of the vectors, that is,

by solving systems (J � �M)w = Mz and taking only the �rst 790 coordinates of w. In the

tests, the dimension of the Krylov space was taken to be 60 and the number of requested

eigenvalues, 4. The stopping criterion was based on the eigenvector residual:

jj(C

�

� �I)yjj

2

jjC

�

jj

F

jjyjj

2

< tolerance

where y = X

60

s and s is a Ritz vector associated with �. That is, H

60

s = �s, where

C

�

X

60

= X

60

H

60

+ fe

T

60

is the respective Arnoldi factorization of length 60. The Frobenius

norm of C

�

is about 13000. Some results are in Table 2, where O(r) is the order of the

residual jj(C

�

� �I)vjj

2

, with jjvjj

2

= 1, and iter is the number of Arnoldi steps.

The same sort of experiment was carried out with ARPACK. The program dndrv1.f was

rewritten to include the same routines which solved the systems in the tests with ARNCHEB.
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converged value O(r)

0.1814+4.8323i 10

�10

0.1814-4.8323i 10

�10

0.0233+0.0000i 10

�08

0.0004+0.0000i 10

�08

iter prod

05 356

converged value O(r)

0.1814+4.8323i 10

�10

0.1814-4.8323i 10

�10

0.0233+0.0000i 10

�08

0.0004+0.0000i 10

�07

iter prod

14 1156

Table 2: ARNCHEB: � = 4:0 and � = 6:0

converged value O(r)

0.1814+4.8323i 10

�13

0.1814-4.8323i 10

�13

0.0233+0.0000i 10

�14

0.0004+0.0000i 10

�13

iter prod

301 3349

converged value O(r)

0.1814+4.8323i 10

�14

0.1814-4.8323i 10

�14

0.0233+0.0000i 10

�14

0.0004+0.0000i 10

�13

iter prod

301 3679

Table 3: ARPACK: � = 4:0 and � = 6:0

Here the dimension of the Krylov space was taken to be 20 and also 4 eigenvalues were

requested to converge. Here the stopping criterion is based on the Ritz estimate:

jjC

�

X

60

s�X

60

H

60

sjj

j�j

< tolerance

The tolerance employed was the machine precision. Some of the results are shown in Table

3.

The advantage of these methods is that they require only one factorization of the pencil in

upper and lower triangular factors. The disadvantage is the presence of parameters which

need to be adjusted, like the dimension of the Krylov space and the convergence criterion.

ARNCHEB worked well when this dimension was large compared to the number of desired

eigenvalues (ten times, e.g.). The opposite ocurred with ARPACK: it worked well when

the dimension of the Krylov space was between four and six times the number of desired

eigenvalues.

EB12 and EB13 are two RAL's eigensolvers ([10], [23]), which are respectively a subspace

iteration and an Arnoldi methods. We have used an implementation where the RAL's rou-

tine MA48 was used to perform matrix-vector multiplications y = C

�

x in a reverse interface

communication. It is good to remember that we consider only 790 coordinates of y, the coor-

dinates associated with state variables, because we are interested in �nding the eigenvalues of

C

�

related to �nite eigenvalues of the pencil (J; L). For both methods the four largest mod-

ulus eigenvalues were required. The results with EB13 were obtained in the Silicon Graphics

PowerChallenge L of CERFACS with 128Mb of memory required for the factorization of

the sparse matrix. These results are quite similar to those obtained with ARNCHEB and

10



converged value O(r)

0.1814+4.8323i 10

�11

0.1814-4.8323i 10

�11

0.0233+0.0000i 10

�12

0.0004+0.0000i 10

�08

iter prod

8 475

converged value O(r)

0.1814+4.8323i 10

�10

0.1814-4.8323i 10

�10

0.0233+0.0000i 10

�07

0.0004+0.0000i 10

�07

iter prod

22 1302

Table 4: EB13: � = 4:0 and � = 6:0

converged value O(r)

0.1814+4.8323i 10

�10

0.1814-4.8323i 10

�10

0.0233+0.0000i 10

�08

0.0004+0.0000i 10

�07

tol prod

0:1669� 10

�07

8169

converged value O(r)

0.1814+4.8323i 10

�12

0.1814-4.8323i 10

�12

0.0233+0.0000i 10

�12

0.0004+0.0000i 10

�11

tol prod

0:4989� 10

�10

12548

Table 5: EB12: � = 4:0 and � = 6:0

ARPACK as can be seen in Table 4. The number of Arnoldi steps was also 60 and the

stopping criterion was

jjC

�

X

60

�X

60

T

60

jj

2

< tolerance

where T

60

is the triangular Schur factor of H

60

and the tolerance was taken as jjC

�

jj

F

� 10

�11

(jjC

�

jj

F

� 13000). The experiments with EB12 were performed with 12 trial vectors (with

eight vectors the method didn't converge well) and the results, for which the requested

convergence tolerance (10

�11

) was not achieved, are displayed in Table 5. Comparisons

among EB13, ARPACK and an old version of ARNCHEB have been discussed by R. B.

Lehoucq and J. A. Scott ([20]).

The DPSE algorithm intends to generalize the Dominant Pole Algorithm ([20]), which is in

fact a Newton method applied to the function F (s) =

1

c

T

(M�sI)

�1

b

(see the discussions at the

end of [20]). In this algorithm, we have

s

k+1

=

y

T

k

p(M)x

k

y

T

k

x

K

;

where p(M) is an analytic function of M . y

T

k

= c

T

(M � s

k

I)

�1

and x

k

= (M � s

k

I)

�1

b.

DPSE obtains for each iteration a vector S

k+1

which is a collection of the eigenvalues of

(Y

T

k

X

k

)

�1

Y

T

k

p(M)X

k

, where

X

k

=

�

(M � s

(k)

1

I)

�1

b

1

� � � (M � s

(k)

n

I)

�1

b

n

�

and

Y

T

k

=

0

B

@

c

T

1

(M � s

(k)

1

I)

�1

.

.

.

c

T

n

(M � s

(k)

n

I)

�1

1

C

A

:
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converged value

-0.0925+3.9827i

-0.8359+6.1730i

-0.1164+3.2018i

0.1814+4.8323i

-0.5911+4.6935i

-0.0105+5.2074i

-2.0560+3.7974i

-3.0746+3.3315i

converged value

-2.1636+5.7768i

-0.6028+4.8966i

-0.8359+6.1730i

-0.8873+6.8654i

-0.8664+6.6205i

-0.0105+5.2074i

0.1814+4.8323i

-0.4796+5.4120i

Table 6: DPSE: � = 4:0 and � = 6:0

In our case M = A�BD

�1

C and p(M) = (M � �I)

�1

. Again, (M � s

k

I)

�1

b

k

is calculated

from the solution of the system (J � s

k

L)z =

^

b

k

, where

^

b

k

=

�

b

k

0

�

. Since the shared

memory machine we used has 8 processors, we took n = 8. After a number of Rayleigh-Ritz

acceleration steps we stopped the process. We made experiments with b

k

being the kth vector

of the Fourier matrix above and c

k

=

�

b

k

. Also, S

0

was taken equal to the eight complex roots

of the unity. After 10 Rayleigh-Ritz steps we stopped the process and the results obtained

are displayed in Table 6. We can see that some of the values are identical to those calculated

by other methods.

The experiments with algorithms I and II were carried out by taking only the �rst four column

vectors of the Fourier matrix of order 790 as initial vectors. We chose initial shifts on the

upper half of the unit circle, �

k

= e

k�i

6

; 0 � k < 6 (k = 6 yields (C

�1

�

�I), which is singular).

For each initial shift, the process stops when, for some k, jx

(j)

k

� x

(j�1)

k

j < tol. The tolerance

tol was taken as 10

�4

. The number t of iterations performed before shift update was 4. The

following tables contain the results of these tests performed on SUN SPARC workstations.

The �rst column indicates the eigenvalue reached by the iteration. Also, iter is the number

of shift-invert iterations, the number of LU factorizations appears between parenthesis, and

O(r) is the order of the residual

jj(C

�1

�

� � I)xjj

2

; jjxjj

2

= 1:

Preconditioning is performed by multiplying initial vectors p times by C

�

, followed by nor-

malization: p = 0 means no preconditioning. If p 6= 0, multiplication by C

�

requires an

additional LU decomposition. In order to know how many matrix-vector multiplications

were performed in the tests, multiply iter by 4 and add 4p.

For the algorithm II, � was chosen to be 4.8334, the modulus of the unstable eigenvalues

0:1814� 4:8323i. From the previous section, this is the real value for � that maximizes the

absolute value of the corresponding eigenvalues of the Cayley transform C

�

. Thus, precon-

ditioning of the initial vectors with this � should make these eigenvalues easier to detect.

Indeed, in Table 9 we can see that one of them was identi�ed from two consecutive initial

shifts. In the same table are listed the results when the procedure of inhibiting the last found

eigenvalue was applied (for the �rst initial shift, there is nothing to inhibit). In Table 10

a better performance of the inhibiting procedure can be seen: the convergence to the two

unstable eigenvalues was achieved.
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converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

-0.6223+0.9649i 11 (3) 10

�10

-0.4803+1.7632i 8 (2) 10

�07

-0.0925+3.9827i 6 (2) 10

�11

-0.1351+6.8974i 8 (2) 10

�07

-1.5684+12.593i 7 (2) 10

�08

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

0.0233+0.0000i 10 (3) 10

�11

0.1814+4.8323i 10 (3) 10

�08

-0.0925+3.9827i 6 (2) 10

�09

-0.1351+6.8974i 9 (3) 10

�11

-0.1144+10.617i 8 (2) 10

�06

Table 7: Algorithm I - � = 4:0: p = 0 and p = 40

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

-0.4803+1.7632i 7 (2) 10

�07

-0.1164+3.2018i 8 (2) 10

�07

-0.1764+6.1231i 7 (2) 10

�08

-0.1144+10.617i 5 (2) 10

�10

-1.5684+12.593i 11 (3) 10

�09

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

0.0233+0.0000i 10 (3) 10

�08

0.1814+4.8323i 10 (3) 10

�08

-0.1764+6.1231i 8 (2) 10

�07

-0.1144+10.617i 4 (1) 10

�06

-101.95+0.0000i 18 (5) 10

�09

Table 8: Algorithm I - � = 6:0: p = 0 and p = 40

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

0.0233+0.0000i 10 (3) 10

�09

0.1814+4.8323i 12 (3) 10

�06

0.1814+4.8323i 6 (2) 10

�08

-0.1144+10.617i 9 (3) 10

�12

-200.38+0.0000i 15(4) 10

�09

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

-0.1764+6.1231i 12(3) 10

�07

0.0233+0.0000i 10 (3) 10

�09

0.1814+4.8323i 6 (2) 10

�07

-0.1144+10.617i 8 (2) 10

�08

-200.38+0.0000i 11(3) 10

�12

Table 9: Algorithm I and II - � = 4:8334, p = 40

converged value iter O(r)

0.0004+0.0000i 6 (2) 10

�10

0.0233+0.0000i 8 (2) 10

�06

0.1814+4.8323i 7 (2) 10

�06

0.1814+4.8323i 6 (2) 10

�10

-0.1144+10.617i 13(4) 10

�12

-0.1144+10.617i 8(2) 10

�07

converged value iter O(r)

0.0004+0.0000i 6 (3) 10

�10

0.1814+4.8323i 13 (5) 10

�09

0.1814-4.8323i 9 (4) 10

�08

0.1814+4.8323i 6 (3) 10

�09

-0.1144+10.617i 7 (3) 10

�07

0.1814-4.8323i 10 (4) 10

�07

Table 10: Algorithm I and II - � = 4:8334, p = 80
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Concluding Remarks

We have used MA48 for the LU decomposition of (J � aM) and the resolution of the corre-

sponding systems in EB12 and EB13; for the other algorithms we have used our own routines.

In this case, the LU decomposition of (J �aM) is about 150 times slower than the resolution

of the corresponding systems on a SUN SPARC 4 workstation. With MA48 the �rst is about

50 times slower than the other.

Algorithm I had a performance comparable to ARPACK in respect to time. For instance,

from Table 7, we see that by preconditioning the vectors we obtained the unstable modes

after 104+160 matrix-vector multiplications (indeed, backward and forward substitutions)

and 9+1 factorizations. This is equivalent to 1614 matrix-vector multiplications, which is

less than the 3499 (3349+150) multiplications demanded by ARPACK (however the results

with ARPACK were more precise). On the other hand ARNCHEB calculated these unstable

eigenvalues after only 506 (356+150) multiplications. These relations will be changed when

these algorithms are rewritten to use MA48, with advantages for Algorithm I.
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